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DEVELOPER / PROPERTY OWNER:
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BLOOMINGTON, MN 55401
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DEMARS-GABRIEL LAND SURVEYORS, INC.
6875 WASHINGTON AVE, SO. SUITE 209
EDINA, MN 55439

763-559-0908

GEOTECHNICAL ENGINEER:

NORTHERN TECHNOLOGIES, INC.
1408 NORTHLAND DRIVE, SUITE 107
MENDOTA HEIGHTS, MN 55120
763-433-9175

SPOT GRADE ELEVATION (GUTTERIFLOW LINE
UNLESS OTHERWISE NOTED)

SPOT GRADE ELEVATION BACK OF CURB (TOP OF
CURB)

'SPOT GRADE ELEVATION TOP OF WALL
SPOT GRADE ELEVATION BOTTOM OF WALL
DRAINAGE ARROW

EMERGENCY OVERFLOW

SILT FENCE / GRADING LIMIT

INLET PROTECTION

STABILIZED CONSTRUCTION ENTRANCE

SOIL BORING LOCATION
CURB AND GUTTER (T.0 = TIP OUT)

PROPOSED MANHOLE STORM

PROPOSED CATCH BASIN OR CATCH BASIN MANHOLE STORM
PROPOSED GATE VALVE

PROPOSED FIRE HYDRANT

PROPOSED MANHOLE SANITARY
PROPOSED SIGN

PROPOSED LIGHT
PROPOSED SANITARY SEWER

*F@(}X' .

PROPOSED
PROPOSED WATER MAIN
EXISTING SANITARY SEWER

EXISTING STORM SEWER

EXISTING WATER MAIN

EXISTING GAS MAIN

EXISTING UNDERGROUND ELECTRIC

EXISTING UNDERGROUND CABLE
EXISTING MANHOLE
EXISTING CATCH BASIN
EXISTING HYDRANT

EXISTING STOPBOX
EXISTING GATE VALVE

EXISTING ELECTRIC
EXISTING LIGHT
EXISTING GAS METER
EXISTING GAS VALVE.
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EXISTING BUILDING TO REMAIN. —=
TECT FROM DAMAGE
THROUGHOUT CONSTRUCTION

REMOVE EXISTING POND ——1
INCLUDING ALL MUCK, LINERS
AND MEMBRANES, TYP:

24" SPRI

EXISTING RETAINING WALL
TO REMAIN, PROTECT
FROM DAMAGE DURNG
CONSTRUCTION

EX. CONCRETE APRON
TOREMAIN, PROTECT
T1ROUGHOUT
EEATRICTION. TYP,

o e . g

REMOVE EXISTING
TREE INCLUDING
STUMP AND MAJOR
ROOTS, TYP.

STORAGE AREA

REMOVE EXISTING.
STORAGE TRALER
INCLUDING AL
FOUNDATIONS,
FOOTINGS AND
BASE MATERIALS

10" SPRUCE
=

10" SPRUCE

REMOVE EX GARAGE, FOUNDATIONS,
FOOTINGS & BASE MATERIALS, PER LOCAL
STATE & FEDERAL STANDARDS,
REMOVE/DISCONNECT ALL SERVICES &
UTILITIES FER UTILITY COMPANY ANDIOR
LGU. STAHDARDS

| 1 REMOVE EX TIMgER
EDGING AND ANY BASE
MATERIAL, TYP.

REMOVE EXISTING
STORAGE TRALER
INCLUDING ALL
FOUNDATIONS,
FOOTINGS AND
BASE MATERIALS

T REMOVE EXISTING
STORAGE

STRUCTURE
INCLUDING ALL
FOUNDATIONS,
FOOTINGS AND
BASE MATERIALS|

EROSION CONTROL NOTES:

SEE SWPPP ON SHEETS SW1.0-

REMOVALS LEGEN

-SW1.3

D:

932 -

REMOVAL NOTES:

EX. 1 CONTOUR ELEVATION INTERVAL

REMOVAL OF PAVEMENT AND ALL BASE MATERIAL,
INCLUDING BIT., CONC., AND GRAVEL PVMTS.

REMOVAL OF STRUCTURE INCLUDING ALL
FOOTINGS AND FOUNDATIONS.

TREE PROTECTION

TREE REMOVAL - INCLUDING ROOTS AND STUMPS.

1

4

7.

10.

1

12

13.

14

15

16.

SEE STORM WATER POLLUTION PREVENTION PLAN (SWPPP) PLAN FOR CONSTRUCTION STORM WATER

MANAGEMENT PLAN.

'REMOVAL OF MATERIALS NOTED ON THE DRAWINGS SHALL BE IN ACCORDANCE WITH MNDOT, STATE AND

LOCAL REGULATIONS.

REMOVAL OF PRIVATE UTILITIES SHALL BE
ACTIVITIES.

IITH UTILITY ToCC

EXISTING PAVEMENTS SHALL BE SAWCUT IN LOCATIONS AS SHOWN ON THE DRAWINGS OR THE NEAREST

JOINT FOR PROPOSED PAVEMENT CONNECTIONS.

REMOVED MATERIALS SHALL BE DISPOSED OF TO A LEGAL OFF-SITE LOGATION AND IN ACCORDANCE WITH

STATE AND LOCAL REGULATIONS.

ABANDON, REMOVAL, CONNECTION, AND PROTECTION NOTES SHOWN ON THE DRAWINGS ARE.

APPROXIMATE. COORDINATE WITH PROPOSED PLANS.

EXISTING ON-SITE FEATURES NOT NOTED FOR REMOV.
DURATION OF THE CONTRACT.

VAL SHALL BE PROTECTED THROUGHOUT THE

PROPERTY LINES SHALL BE CONSIDERED GENERAL CONSTRUCTION LIMITS UNLESS OTHERWISE NOTED ON
THE DRAWINGS. WORK WITHIN THE GENERAL CONSTRUCTION LIMITS SHALL INCLUDE STAGING,

'DEMOLITION AND CLEAN- AS WELL

‘THE DRAWINGS.

MINOR WORK OUTSIDE OF THE GENERAL CONSTRUCTION LIMITS SHALL BE ALLOWED AS SHOWN ON THE

PLAN AND PER CITY REQUIREMENTS.

'DAMAGE BEYOND THE PROPERTY LIMITS CAUSED BY CONSTRUCTION ACTIVITY SHALL BE REPAIRED IN A

MANNER APPROVED BY THE ENGINEER/LANDSCAPE Af

PROPOSED WORK (BULDING AND CIVIL) SHALL NOT DI
SHOWN ON THE DRAWINGS AND APPROVED BY THE C|

RCHITECT OR IN ACCORDANCE WITH THE CITY.

ISTURB EXISTING UTILITIES UNLESS OTHERWISE
ITY PRIOR TO CONSTRUCTION.

SITE SECURITY MAY BE NECESSARY AND PROVIDED IN A MANNER TO PROHIBIT VANDALISM, AND THEFT,
DURING AND AFTER NORMAL WORK HOURS, THROUGHOUT THE DURATION OF THE CONTRACT. SECURITY
MATERIALS SHALL BE IN ACCORDANCE WITH THE CITY

VEHICULAR ACCESS TO THE SITE SHALL BE MAINTAIN

[ED FOR DELIVERY AND INSPECTION ACCESS DURING

NORMAL OPERATING HOURS. AT NO POINT THROUGHOUT THE DURATION OF THE CONTRACT SHALL.

CIRCULATION OF ADJACENT STREETS BE BLOCKED Wi
CONSTRUCTION ACTIVITIES,

ITHOUT APPROVAL BY THE CITY PRIOR TO

PRO!
MINNESOTA MANUAL ON UNIFORM TRAFFIC CONTROL

ISHED PER THE THE
DEVICES (MMUTCD) AND THE CITY. THIS SHALL

INCLUDE, BUT NOT BE LIMITED TO, SIGNAGE, BARRICADES, FLASHERS, AND FLAGGERS AS NEEDED, ALL
PUBLIC STREETS SHALL REMAIN OPEN TO TRAFFIC AT ALL TIMES. NO ROAD CLOSURES SHALL BE.

PERMITTED WITHOUT APPROVAL BY THE CITY.

SHORING FOR BUILDING EXCAVATION MAY BE USED A
APPROVED BY THE OWNERS REPRESENTATIVE AND Tt

T THE DISCRETION OF THE CONTRACTOR AND AS
HE CITY PRIOR TO CONSTRUCTION ACTIVITIES,

STAGING, DEMOLITION. AND CLEAN-UP AREAS SHALL BE WITHIN THE PROPERTY LIMITS AS SHOWN ON THE
DRAWIN MANNER THE CITY.

CITY OF BLOOMINGTON REMOVAL NOTES:

1

RESERVED FOR CITY SPECIFIC REMOVAL NOTES.
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PROPOSED USES LEGEND: SITE PLAN LEGEND:

I:I:D CONCRETE PAVEMENT AS SPECIFIED (PAD OR WALK]

OFFICE

——— PROPERTYLNE

CURB AND GUTTER-SEE NOTES

WAREHOUSE (T.0) TIP OUT GUTTER WHERE APPLICABLE -SEE PLAN

TRAFFIC DIRECTIONAL ARROWS

OUTDOOR STORAGE
e SIGN AND POST ASSEMBLY. SHOP DRAWINGS REQUIRED.
CoTRICTON e oAnEiAY PN PARKING FE Late
LINITS \ " APRON TO REMAIN _ ST=STOP
28" PROPOSED SPACE LISAGE CP = COMPACT CAR PARKING ONLY
BITUMINOUS PAVENENT
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BITUVINOUS PARKING, o L A
Sy
35 SETBACK 1~ @ 5 I
\ l % ] SITE LAYOUT NOTES:
AN  —t85—= ,
I T\ g g |_— PRVACY PROPERT 1. CONTRACTOR SHALL VERIFY LOCATIONS AND LAYOUT OF ALL SITE ELEMENTS PRIOR TO BENCHES, FLAGPOLES, LANDING PADS FOR CURB RAMPS, AND LIGHT AND POLES. THE w
e | 2 A WOODEN GATE BEGINNING CONSTRUCTION, INCLUDING BUT NOT LIMITED TO, LOCATIONS OF EXISTNG OWNER RESERVES THE RIGHT TO REJECT INSTALLED MATERIALS NOT PREVIOUSLY
| —pg=  F E—0T— AND PROPOSED PROPERTY LINES, EASEMENTS, SETBACKS, UTILITIES, BUILDINGS AND APPROVED. !
=
| CONTRACTOR TO O O AT IONS OF AL ELEMENTS 8 PEDESTRIAN CURB RAMPS SHALL BE CONSTRUCTED WITH TRUNCATED DOME LANDING S &
FOR THE SITE. ANY REVISIONS REQUIRED AFTER COMMENCEMENT OF CONSTRUCTION, g 9
PROPERTY PRIVACY RESTORE COVER IN DUE T LOGATIONAL T NO ADDITIONAL COST TO AREAS IN ACCORDANCE WITH A.DA. REQUIREMENTS-SEE DETAIL, m 3 3
WOODEN FENCE 1 L m;if{‘f‘ m’“ OWNER. ADJUSTMENTS TO THE LAYOUT SHALL BE APPROVED BY THE 9 CURBAND GUTTER TYPE SHALL BE B612 UNLESS OTHERWISE NOTED ON THE ; 7)) ;
| —— PROPOSED ToPSOL Ao SEED ENGINEERILANDSCAPE ARCHITECT PRIOR TO INSTALLATION OF MATERIALS. STAKE DRAWINGS-TAPER BETWEEN CURB TYPES-SEE DETAIL o 2| ¢ 2
| BITUMINOUS Wi LOW CRom WILD LAYOUT FOR APPROVAL.
| 10. AL CURB RADII ARE MINIMUM 3 UNLESS OTHERWISE NOTED. 'l z
et | ‘GRASS SEED WIX, TYP. 2 THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS PRIOR TO CONSTRUCTION, 3 3
I exdrnG INCLUDING A RIGHT-OF-WAY AND STREET OPENING PERMIT, " ﬁmﬁg;@mgﬁlg;ﬁ;%ﬂ; gbAETMFE%’;SLOT BOUNDARIES, NUMBERS, AREAS 2 O =4
1 0; 3. THE CONTRACTOR SHALL VERIFY RECOMMENDATIONS NOTED IN THE GEO TECHNICAL g ; 2
| REPORT PRIOR TO INSTALLATION OF SITE IMPROVEMENT MATERIALS 12, FIELD VERIFY ALL EXISTING SITE CONDITIONS, DIMENSIONS. E E
| 4 CONTRACTOR SHALL FIELD VERIFY COORDINATES AND LOCATION DIMENSIONS OF THE 13. PARKING IS TO BE SET PARALLEL OR PERPENDICULAR TO EXISTING BUILDING UNLESS Z e} [a] e}
| BUILDING AND STAKE FOR REVIEW AND APPROVAL BY THE OWNERS REPRESENTATIVE NOTED OTHERWISE. ol Z2 o
I | PRIOR TO INSTALLATION OF FOOTING MATERIALS. 14, AL PARKING LOT PAINT STRIPPING TO BE WHITE, 4° WIDE TYP. < @ < @
[ PROPERTY CHAINLINK 5. LOCATIONS OF STRUCTURES, ROADWAY PAVEMENTS, CURBS AND GUTTERS, BOLLARDS, - -
. 3 , . s~ " . - g
it e PP O e s 16 BTUINOUS PAVNG TOBE LGHT OUTY UNLESS OTHERWIE NOTED SEE DETAL A B e
| ] K drvouNTaBLE INSTALLATION, FOR REVIEW AND APPROVAL BY THE ENGINEERILANDSCAPE ARCHITECT. i ulz w
16, ALL TREES THAT ARE TO REMAIN ARE TO BE PROTECTED FROM DAMAGE WITH A
| PROPOSED GARAG L% 6. CURB DIMENSIONS SHOWN ARE TO FACE OF CURB, BUILDING DIVENSIONS ARE TO FACE. GONSTRUCTION FENGE AT THE DRIP LINE. SEE LANDSCAPE DOCUMENTS, Z 5 < I
Ay f ‘OF CONCRETE FOUNDATION. LOCATION OF BUILDING IS TO BUILDING FOUNDATION AND m
‘SHALL BE AS SHOWN ON THE DRAWINGS. T T
| Bl i
| 7. THE HALL SUBMIT SHOP =3 S
| REVIEW AND APPROVAL BY THE ENGINEERLANDSCAPE ARCHITECT PRIOR TO m o)
1 FABRICATION FOR AL PREFABRICATED SITE INPROVEMENT MATERIALS SUCH AS, BUT H =
I NOT LIMITED TO THE FOLLOWING, FURNISHINGS, PAVEMENTS, WALLS, RAILINGS., m s s
I ] @
I, s
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]
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3 DIABOLO NNEBARK

| FLOWERING CRAB
3 JAPANESE PLUM YEWN

8 HOSTA
& DOGWNOOD | RVER BIRCH
& KARL FOERSTER FEATHER REED GRASS
) el A TATATATATZ.ITATA
N WA N A A W A ~
%}J Fence
Proposed Garage 32' x o' FOUNTAN
Building 5 HYDRANGEA
< Bsethack
' PERENNALS
6 HAPPY RETURNS DAYLILY
3 KARL FOERSTER FEATHER REED GRASS
1 JAPANESE PLUM YEW
s I HOSTA
9 PRARE DROPSEED GRASS
Parking Areo Q) / oo
3 % 5 GLOBOSA BIUF SPRUCE
Poved Parking Area % *ﬁ\@ﬁ\—ﬁ — 3 KARL FOERSTER FEATHER REED GRASE
Cote
) ) K1)
e o e e T, ---
3 Spruce 3 Crabapple
2516
Generol Notes:
~Front landscape bed to be covered with 4" shredded mulch.
-5 setbock around back lot to be overed with londscape fabric and 3' of 15" mixed river rock.
-All trees 1o be installed ot 25" BB and pines at ¢ BB 7 Lericope plan fors AN
Urban Landworks
30! W 90th Street
dlient: Bloomington, MN 55420
scde date revision
=20 [0]S)5) 3
@2 drawn by checked by drawing #
. » L M.Jensen f Y,
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8701 CLINTON AVE. 8.
OOMNGTON, 20

B L ALUMINUM SOFFIT
. B FASCIA

2 612-78-506

ar

REVISION RECORD
. 1] 101415
5 2] 101015
L g 3 118

STUCGO-

REAR ELEVATION RIGHT ELEVATION

SCALE: 1/4"=1-0" SCALE: 1/4" = 1'0"

NOTES:

1.) ELEVATION IS ARTIST
RENDERING ONLY. ACTUAL
ELEVATIGN MAY VARY

2) ALL OVERHANGS: DEPTH
SHALL BE T TYPICAL
UNLESS NOTED OTHERWISE

3.} ALL RAKES: DEPTH
SHALL BE T-0° TYPICAL
UNLESS NOTED OTHERWISE

4) 34" ALUMINUM
‘SOFFIT & FASGIA ALL BIDES

5) STUCCO EXTERIOR ALL SIDES

6) FINAL GRADE TO BE
DETERMINED ON SITE BY OTHERS

7.) ALL EXTERIOR GLAZNG
TGBELOW-E

312
ALUMINUM SOFFTT
FASCIA

301 W. 90TH ST.
BLOOMINGTON, MN 55420
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CONNOLLY
CONCEPTS

8701 CLINTON AVE. 8.
OOMNGTON, 20
6812-718-5106

REVISION RECORD

10-14-16

10-19-15

WIN =

11-7-18

aar

4-0" H.x 8" W.POURED
€xB. FOST ON CONC. FOUND. WALLS
r 2424x1Z'D. CONC. 10 DRAINAGE BOARD ON
= PAD FOOTING 5| 20'8° GONT. GONC. FTOS.
L/ A REBAR PER CODE
TO!
- X =
L L L
o e | e | e i e | e

|

|

|

|

|

|

|

|

|

I

|
| UNEXCAVATED

NOTES: ‘

1) ALL INTERIOR & EXTERIOR

'HEADERS TO BE 2:2x10 13

UNLESS OTHERWISE ‘

|

I

|

|

|

|

|

|

|

|

a0
20

2 STAIR TREAD CUT
SHOWN @ 107 -7 34" MAXRISE

3) ALL ANGLED WALLS AT 45
'UNLESS DTHERWISE NOTED
4) ALLEXTERIOR
DIMENSIONS TO
OUTSIDE OF SHEATHING
5 MAIN AND UPPER WINDOWS
@ 6-10" HGT. (TRANSOMS.
UNLESS OTHERWISE

B) GARAGE WALL 28
7.) TRUSS & FLOOR JOIST MANUFACTURER
TO VERFY SIZE & SPACING OF JSTS.

8 TRUSSES

64 112" RETURNS ON ALL DODRS
UNLESS OTHERWISE NOTED

5. ROOM DIMENSIONS FOR FINISHED
'ROOMS ARE APPROXIMATE & USED

FOR GENERAL PLANNING, EXACT
ROOM DIMENSION WILL VARY.

URBAN LANDMARKS

301 W. 90TH ST.
BLOOMINGTON, MN 55420

FOUNDATION PLAN

SCALE: 1/4"=1'0"




a0

2

310

a2

AT X8O
STORAGE

PLYWOOD

TRUSSES

@ ac.

PARALLEL

TRUSSES

@zoc.

PARALLEL

2
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CONCEPTS

8701 CLINTON AVE. 8.
OOMNGTON, 20
6812-718-5106

REVISION RECORD

10-14-16

10-19-15

WIN =

11-7-18

€0

2o

\
N
= —
—
N
i
718" LVL

UP1ER

VZWALL

|

EXd

117/8° 1 JOIETS
@1Foc.

e

B
STORAGEABOVE 3|
Rle

PRV AN

21 7IE L

178" 1 JOIBTR
@1F0C,

211 7L

& X & GVERHEAD GARAGE DOOR

21T

10 X 11 OVERHEAD GARAGE DOOR |

2178

STORAGE GARAGE
5 GONC. FLODR
SLOPE TO DOOR

10X 11 OVERHEAD GARAGE DOOR

PRVELVY

120 X310
STORAGE
CONCRETE

211 7 VL

NOTES:

1. ALL INTERIOR & EXTERIOR
HEADERS TO BE 2:2x10
UNLESS OTHERWISE NOTED

2) STAIR TREAD GUT.
SHOWN @ 10 - 7 34" MAX RISE

3) ALL ANGLED WALLS AT 45"
UNLESS OTHERWISE NOTED
4) ALL EXTERIOR

DIMENSIONSTO

OUTSIDE OF SHEATHING
5.) MAIN AND UPPER WINDOWS:

-1 HGT. (TRANSOMS ABOVE)

S S mee oD
€) GARAGE WALL 26
7.) TRUSS & FLOOR JOIST MANUF:

8. 4 1/ RETURNS ON ALL DOCRS
UNLESS OTHERWISE NOTED

9. ROOM DIMENSIONS FOR FINISHED
ROOMS ARE APPROXIMATE & USED
FOR GENERAL PLANNING, EXACT
ROOM DIMENSION WILL VARY.

o

[T

1040

100

X

(2 20

MAIN FLOOR PLAN

SCALE: /4™ =10

UPPER STORAGE LEVEL

SCALE: 1/4"=1-0"

ACTURER
TO VERIFY SIZE & SPACING OF JSTS,
ATRUSSES

URBAN LANDMARKS

301 W. 90TH ST.
BLOOMINGTON, MN 55420




0.8.B. ENTIRE

EXTERIOR OF HOUSE

ALUM. VENTED SOFFIT & FASCIA-
FAS! 4

R-49 GEILING INSULATION
4 ML, VAFOR BARRIER

/8" GYP. BD.
MIN. " AIR SPACE @EAVE |

[

\2-1 1)4\,‘4A

172" GYP.BD.
4 MIL. VAROR BARRIER

10238

n

T

EXTERIORDRAINTILE —=0 [

3:12 PITCH TO FRONT

3:12 FITCH TO FRONT

ROOF PLAN

SCALE: 1/8"=1'Q"

5 CONG. FLOOR
MIN. 4° ROCK
DRAIN FIELD

FULL SECTION

SCALE: 1/4"= 10"

o

48" H.x 8" W. POUREDH
| CONC. FOUND. WALL
2 INT, LEDGE

a0

7 FOUNDATION DETAIL
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REVISION RECORD

10-14-16

10-19-15

WIN =

11-7-18
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BLOOMINGTON, MN 55420
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